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MARKER COLLECTION - L-DESK, JOINED, ELECTRIC

INSTALLATION INSTRUCTIONS oIN 2528201 SHEET 26 OF 32
PROCEDURE: CHECK DOOR ALIGNMENT AND GAPS. ADJUST DOOR HINGES AS SHOWN, IF
REPLACE THE DOORS ON THE RETURN AND SPANWAY CABINETS. SEAT THE HINGE NECESSARY.
@ IN THE GROOVE ON THE FRONT OF THE MOUNTING PLATE THEN PUSH REAR OF
HINGE IN UNTIL IT SNAPS INTO PLACE.

LOOSEN ADJUSTMENT
SCREW TO ADJUST DOOR
THEN RETIGHTEN SCREW
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N__| TURN ADJUSTMENT
TURN ADJUSTMENT _/ SCREW TO ADJUST DOOR
SCREW TO ADJUST DOOR

\\\
- PUSH UNTIL \ S
tﬂ\t TAB CLICKS .

JOINED SURFACE OMITTED FOR CLARITY INTO PLACE \ \ >

ENSURE THAT THE RETURN CABINET DOOR LOCK FUNCTIONS PROPERLY. ADJUST

DOOR POSITION, IF NECESSARY.
ENSURE THAT THE SPANWAY CABINET DOORS PROPERLY ENGAGE THE MAGNETIC
CATCHES. THE MAGNETIC CATCHES CAN BE ADJUSTED BY TURNING ROUND END

(SCREWS IN OR OUT).

LI

Ape

JOINED SURFACE OMITTED FOR CLARITY

JOINED SURFACE OMITTED FOR CLARITY

Contact Customer Service at 888-512-7036 with any questions. JRBStUdiO



MARKER COLLECTION - L-DESK, JOINED, ELECTRIC

INSTALLATION INSTRUCTIONS PIN 25282-01 SHEET 30 OF 32

THE KNEEWELL CABINET AS SHOWN. SLIDE DOOR UPWARD TO ENGAGE AT TOP.

@ REPLACE THE KNEEWELL CABINET DOOR. ALIGN THE DOOR WITH THE OPENING IN
ATTACH DOOR AT BOTTOM USING TWO (2) 10-24x1/2" HEX HEAD SCREWS.
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ONLY KNEEWELL SHOWN FOR CLARITY

THIS SPACE INTENTIONALLY LEFT BLANK
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INSTRUCTIONS TO COMPLETE ALL DESK WIRING.

@ REFER TO THE MARKER COLLECTION ELECTRICAL AND CABLE MANAGEMENT SYSTEM

Contact Customer Service at 888-512-7036 with any questions. JRBStUdiO



MARKER COLLECTION - L-DESK, JOINED, ELECTRIC

INSTALLATION INSTRUCTIONS

P/N 25282-01 SHEET 31 OF 32

CONTROL PENDANT OPERATION:

"D" CONTROL PENDANT
(MEMORY NO READOUT)

"E" CONTROL PENDANT
(MEMORY WITH READOUT)

g88 "F" FLUSH, GROMMET MOUNTED
1 2 3 s CONTROL PENDANT
A v (MEMORY WITH READOUT)

"D" CONTROL PENDANT (MEMORY NO

READOUT)
(® =DRIVE UP )
) = DRIVE DOWN
® = STORE MEMORY
() = MEMORY 1
¢9 = MEMORY 2
_ © =MEMORY 3 )
NORMAL OPERATION :
PRESS THE UP ARROW OR DOWN ARROW BUTTONS TO ACHIEVE THE DESIRED
HEIGHT.

SETTING THE MEMORY:

TO SET A MEMORY POSITION, ADJUST THE SURFACE TO THE DESIRED HEIGHT.
PRESS THE "S" BUTTON AND WITHIN 2 SECONDS PRESS ONE OF THE MEMORY
BUTTONS (1, 2, OR 3 DOTS) TO STORE THE POSITION.

MEMORY USE:
TO ADJUST THE SURFACE TO A STORED POSITION, PRESS AND HOLD ONE OF THE
MEMORY BUTTONS (1, 2, OR 3 DOTS) UNTIL THE SURFACE STOPS AT THE DESIRED
MEMORY POSITION.

"E" CONTROL PENDANT
(MEMORY WITH READOUT)

EED)

(" ® = DRIVE UP h
@ = DRIVE DOWN

© = STORE MEMORY
(© = MEMORY 1

@ = MEMORY 2

| @ = MEMORY 3

NORMAL OPERATION :

PRESS THE UP ARROW OR DOWN ARROW BUTTONS TO ACHIEVE THE DESIRED HEIGHT.

SETTING THE MEMORY:

TO SET A MEMORY POSITION, ADJUST THE SURFACE TO THE DESIRED HEIGHT. PRESS THE
"S" BUTTON AND WITHIN 2 SECONDS PRESS ONE OF THE MEMORY BUTTONS (1, 2, OR 3 DOTS)
TO STORE THE POSITION. THE CONTROL PENDANT WILL ACKNOWLEDGE BY SHOWING
"1","2",OR "3" IN THE DISPLAY.

MEMORY USE:

TO ADJUST THE SURFACE TO A STORED POSITION, PRESS AND HOLD ONE OF THE MEMORY
BUTTONS (1, 2, OR 3 DOTS) UNTIL THE SURFACE STOPS AT THE DESIRED MEMORY POSITION.

ADJUST THE DISPLAY TO SHOW CORRECT HEIGHT:

IT MAY BE NECESSARY TO ADJUST THE DISPLAYED HEIGHT TO MATCH THE ACTUAL
SURFACE HEIGHT. MARKER COLLECTION DESKS WITH ELECTRIC HEIGHT ADJUSTABLE
SURFACES HAVE A NOMINAL ADJUSTMENT RANGE OF 25" - 51".

e MOVE THE SURFACE TO ITS LOWEST POSITION.

°* PRESS THE UP ARROW AND THE DOWN ARROW BUTTONS AT THE SAME TIME AND
KEEP THEM PRESSED FOR 5 SECONDS. THE DISPLAY WILL SHOW 3 BARS (- - -).

* WHEN THE DISPLAY CHANGES TO SHOWING THE HEIGHT, ADJUST THE HEIGHT DISPLAY
BY PRESSING EITHER THE UP ARROW OR DOWN ARROW BUTTONS.

°* THE SYSTEM WILL RETURN TO NORMAL OPERATION (AND GIVE A SHORT BLINK) AFTER
5 SECONDS OF BUTTON INACTIVITY.

Contact Customer Service at 888-512-7036 with any questions.

JRBStudio



MARKER COLLECTION - L-DESK, JOINED, ELECTRIC

INSTALLATION INSTRUCTIONS

P/N 25282-01 SHEET 32 OF 32

aed "F" FLUSH, GROMMET MOUNTED CONTROL PENDANT
1 2 3 s (MEMORY WITH READOUT)
NV

) THE "F" CONTROL PENDANT HAS A LOCKING FUNCTION TO
PREVENT INADVERTENT ACTIVATION. IF THE DISPLAY IS BLANK
OR SHOWS ONLY A SINGLE BAR (-), THE PENDANT IS LOCKED. TO
UNLOCK THE PENDANT, PRESS "S" FOR 1 SECOND. WHEN THE
PENDANT DISPLAYS THE HEIGHT, IT IS UNLOCKED. THE PENDANT
WILL BE ACTIVE FOR 2.5 SECONDS. IF A HEIGHT ADJUSTMENT IS
) MADE, IT WILL REMAIN ACTIVE FOR 5 SECONDS (AFTER THE
HEIGHT ADJUSTMENT IS COMPLETE). AFTER 5 SECONDS, THE
PENDANT WILL GO INTO THE LOCKED MODE. ALSO, IF THE "S" IS
PRESSED TO UNLOCK, BUT HELD FOR TOO LONG, THE PENDANT
WILL UNLOCK THEN IMMEDIATELY LOCK AGAIN.

NORMAL OPERATION :

UNLOCK THE CONTROL PENDANT. PRESS THE UP ARROW OR DOWN ARROW
BUTTONS TO ACHIEVE THE DESIRED HEIGHT.

SETTING THE MEMORY:

UNLOCK THE CONTROL PENDANT. ADJUST THE SURFACE TO THE DESIRED
HEIGHT. PRESS "S"™ AND THE DISPLAY WILL FLASH "S" FOR 3 SECONDS. WHILE
THE "S" IS DISPLAYED, PRESS "1", "2", OR "3" TO STORE THE POSITION. THE
CONTROL PENDANT WILL ACKNOWLEDGE BY SHOWING "S1", "S2", OR "S3" IN
THE DISPLAY.

(™ =DRIVE UP

Q) = DRIVE DOWN

® = STORE MEMORY
@ = MEMORY 1

2 = MEMORY 2

L 3@ = MEMORY 3

MEMORY USE:
TO ADJUST THE SURFACE TO A STORED POSITION, UNLOCK THE CONTROL
PENDANT. PRESS AND HOLD "1", "2", OR "3" UNTIL THE SURFACE STOPS AT THE
DESIRED MEMORY POSITION.

ADJUST THE DISPLAY TO SHOW CORRECT HEIGHT:

IT MAY BE NECESSARY TO ADJUST THE DISPLAYED HEIGHT TO MATCH THE ACTUAL
SURFACE HEIGHT. MARKER COLLECTION DESKS WITH ELECTRIC HEIGHT ADJUSTABLE
SURFACES HAVE A NOMINAL ADJUSTMENT RANGE OF 25" - 51".

e UNLOCK THE CONTROL PENDANT.

e MOVE THE SURFACE TO ITS LOWEST POSITION.

e PRESS THE "S" AND THE UP OR DOWN ARROWS AT THE SAME TIME TO ADJUST THE
DISPLAYED HEIGHT.

INITIALIZING THE DESK :

MARKER COLLECTION DESKS WITH ELECTRIC HEIGHT ADJUSTABLE SURFACES
MUST BE INITIALIZED PRIOR TO USE.

TO INITIALIZE THE DESK:
e CONNECT THE CONTROL BOX POWER CABLE CABLE TO 120V POWER SOURCE.
°IF USING A "F" CONTROL PENDANT, UNLOCK THE PENDANT

°* PRESS AND HOLD THE DOWN ARROW
- IF SURFACE WAS NOT AT BOTTOM OF TRAVEL, THE SURFACE WILL MOVE TO
THE BOTTOM, BUT NOT INITIALIZE. YOU MUST PRESS AND HOLD THE DOWN
ARROW AGAIN.

e WHEN PROPERLY INITIALIZED, THE SURFACE WILL MOVE TO THE BOTTOM AND THEN
MOVE UP SLIGHTLY.

¢ |T IS SOMETIME NECESSARY TO PRESS THE DOWN ARROW TWICE TO START
INITIALIZATION BECAUSE THE SYSTEM CAN BE IN DIFFERENT MODES WHEN
INITIALIZATION STARTS.

rNOTICE:

If the down arrow button is
released before the sequence is
completed, the initialization is
interrupted and must be started
again.

NOTICE:

If the power is lost to the desk,
you may wish to repeat the
initialization procedure.

Contact Customer Service at 888-512-7036 with any questions.
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